
 

 

 

City of Los Banos 

Public Works Department 

411 Madison Avenue 

Los Banos, California 93635 

209-827-7056 

 

 

NOTICE TO BIDDERS 

 
For the Proposal of Purchase One (1)  

New 2014-15 Model 10-12 Yard Dump Truck 

 

December 12, 2013 

 

ADDENDUM # 1 

 
 

 

 

 

 



Dump Truck  Addendum No. 1 

 

Bidders are hereby informed that the bid specifications for the above mentioned truck has been 

modified, corrected, and/or supplemented. The Addendum page in the Invitation for Sealed Bids 

package must be submitted with the Bid Proposal forms. The CHASSIS, SUSPENSION, and DUMP 

BED sections identified below in this addendum shall replace the same named sections in the Bid 

Specifications.  This bid specification modifications must be submitted with the Bid Proposal forms. 

The modified information in the following is shown in italics.   

 

 

 

CHASSIS 

Yes No Each line item specification requires checking either the Yes or No box 

  Three axle (one front and two rear) with both rear axles drive capable 

  Rear axle drive control electric or air control mounted in cab 

  GVWR - 40,000 pounds minimum   56,000 pounds, minimum 

  Frame - Painted Black   Rail with inner frame rail (double frame rail) 

  License Plate Mounting:  Front and Back 

  Cab - Standard conventional with tilt hood 

  Bumper - Front, chrome, two front tow hooks 

  Mud flaps 

  Warranty - 5 year bumper to bumper/100,000 miles (7,500 hours) 

  Shall furnish four (4) sets of keys 

 

 

 

SUSPENSION 

Yes No Each line item specification requires checking either the Yes or No box 

  Front - 12,000 pounds minimum  16,000 pounds maximum 

  Rear -  34,000 pounds minimum  40,000 pounds minimum 

  Heavy Duty front shocks with air ride rear axles 

  Driver controlled main locking differential in rear axle 

 

 

 

 

 

 

 

THIS PAGE MUST BE COMPLETED AND RETURNED WITH BID PROPOSAL FORMS   



Dump Truck  Addendum No. 1 

 

 

DUMP BED 

 
 
 
 
 
 
 
 

THIS PAGE MUST BE COMPLETED AND RETURNED WITH BID PROPOSAL FORMS 

Yes No Each line item specification requires checking either the Yes or No box 

  10 to 12 cubic yard capacity 

  Heavy gauge steel, rounded bottom for easier cleaning and dumping Floor 9-inch 
radius body 

  Air operated rear dump door locks with controls in cab 

  Two foot by two foot auxiliary manual door for controlled delivery 

  Raised rear door hinges with two (2) inch pins to allow for concrete piece dumping 

  Back up alarm 

  Floor material 5/16 inch AR400, minimum 

  All welding shall be continuous 

  Side material:  1/4 inch AR400, minimum 

  Front panel:  1/4 inch AR400, minimum 

  Rear bolster:  1/4 inch Hi Tensile steel, minimum 

  Apron:  bolt-on 3/16 inch T-1 steel, minimum 

  Tailgate material:  3/16 inch AR400 with 4-inch lifting rams 36 inch Elliptical Design 
style high lift with ditch gate in center 

  Automatic tarping system for asphalt 

  Fenders:  12 gauge steel over rear tandem or equivalent 

  Rope hooks:  Installed above the radius 

  Lights:  LED for all lights, markers and stop/tail 

  1/2 Cab shield incorporated in bed  

  Dual safety props 

  Shovel racks:  One left and one right on front of body 

  24 inch x 24 inch tool box 

  Operator manual and safety decals 

  Bail mount, no dog house 


